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Introduction:

lon Mobility Spectrometry (IMS) is a separation technique which allows separation of
ion mainly depending on their three dimensional structure (described as Collision Cross
Section or CCS)!. The main factor affecting the IMS resolution is the initial ion clouds size
injected in IMS and its longitudinal extension due to diffusion?. Unresolved ion
conformers by IMS lead to a spatial overlapping of their ionic cloud. In this case, the
Arrival Time Distribution (ATD) corresponding to an ion is a sum of the contributions of
each ion conformers and their diffusions3. Then a wider ATD than expected corresponds
to the sum of different conformer distributions. This poster introduces a strategy of ATD
signal deconvolution using the peak widths as full width at half maximum (FWHM).

Strategy:

A calibration using ionic compounds which are detected as a single conformer in
gas phase allow the prediction of the full width at half maximum (FWHM) for a
given ATD as a function of the intensity, the IMS settings and the drift time. The
strategy is to use a modified gaussian equation, where the FWHM is set, to help
the deconvolution process in TWIMS. In this case the fitting equation only depend
on two parameters: a (correlated to the intensity) and b (correlated to the drift
time). The standard deviation (correlated to FWHM) value becomes a function of
these two parameters. This deconvolution process have been used to assist the
study of two different kind of compound (crown ethers and peptides)

Estimation of the diffusion effects
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Application to protonated crown ethers

ATD of some protonated crown ethers are larger than expected ... explained by the presence of two different distributions:

compare to the ATD of crown ether and alkalin cation complexes...
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Application to peptides

ATD of Glu-Fib is larger than expected compare to the trend of BSA ... explained by the presence of two different distributions:
tryptic digest . . .
ypP & Confirmed by the use of different IMS settings
1.47 Linear Regression - :
— _ 99Y% Predigction - Wave hEIght =40V Wave height =30V Wave height =20V
1.2- ° - e Int. 120 Wave velocity = 900m/s Int. Wave velocity = 540m/s Int. Wave velocity = 250m/s
(%) (%) 120 (%) 120
1.0 A
é 0.8- 30 - 30
0.6
% 60 | 60 J
0.41 A
B ® Peptides [M+H]* 40 40 -
0.2- A Peptides [M+2H]?* 20 - 20 |
B Peptides [M+3H]3*
0.0- X Glu-Fib 0 0
0 5 10 15 20 25 65 0 75 80 85 30 65 70 75 80 85 90 65 70 75 80 85 90
Drift time (ms) Drift time (ms) Drift time (ms) Drift time (ms)
Fig. 5: FWHM in function of drift time for BSA tryptic digest peptides and doubly charged Glu-Fib (red cross) Fig. 6 : ATD of GIuFIB?* in function of IMS settings.

Conclusion:
Data shown suggest that the deconvolution of arrival time distribution (ATD)

peaks can be helped by using the full width at half maximum (FWHM) to
detect unresolved ion conformers in travelling wave ion mobility
spectrometry (TWIMS). The ATD for a given conformers is assumed as a
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Gaussian function where the amplitude depends on the intensity, the mean
value depend on the ionic mobility and the standard deviation, or peak

<

width, depends on the diffusion described as the Coulomb expansion and
the temporal diffusion. The experimental determination of the diffusion lead
to the possibility of predicting the FWHM of the ATD for a given conformer
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ion as shown with crown ethers and peptides.
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